
#1 HITS OF THE 60’s 
 

TECHNICAL REQUIREMENTS  
 
LOAD-IN / LOAD-OUT 
The production company will need access to the auditorium for a minimum of 5 hours prior to doors opening for show 
seating for load-in, set-up, sound check & rehearsal, and about 1 hour following the show for load-out. 
 
STAGE 
Although the ideal stage size is 32’ wide (proscenium opening) by 24’ deep (curtain line to rear curtain) with a 
proscenium opening height of 16’, the Company would accept a minimum stage area of 24’ wide by 18’ deep with the 
proscenium opening at least 14’ high.  There should be 6-8’ of wing space on each side of the stage, and a cross-over 
space on stage, behind stage, or below. If dressing rooms are not readily accessible to the stage, quick change areas on 
both sides of the stage, will need to be set-up in the wings. 
 
FLOOR 
The preferred floor would be resilient wood.  The surface should be smooth, and free of irregularities and freshly swept. 
 
DRAPERIES 
1      House curtain (front) 
2-3   Sets of curtain legs and borders (side) 
 
LIGHTING 
One (1) quality, in good working condition, front of house follow spot with adequate “room throw”. Lighting console & 
dimmers to accommodate attached lighting plot (36 Par 64 units & 13 dimmer channels) In the event your facility cannot 
meet these requests, the production company will make use of your best possible lighting configurations, however a 
follow spot is required. 
 
SOUND 
House sound system with amplifiers, mixing console, house speaker system and 4 on-stage monitors 

• Mixing console should have a minimum of 12 channels plus CD & DVD player inputs, adjustable reverb 
  effects and the ability to send separate monitor mix 

Microphones - 7 Cordless Handheld (Company can provide if notified in advance) 
Mike Stands - 7 Straight Stands (Company can provide if notified in advance) 
CD Player (For pre-show music) 
Communication headset or phone system from front of house to back stage 
The Company will provide its own mini-disk player and sequencer 
 
VIDEO 
DVD Player (preferably located at sound console) 
Video Projector 
Projection Screen(s) 
(Company can provide projector & screen if notified in advance, but screen must be rigged to fly for rear projection) 
 
TECHNICAL CREW  
1     Stagehand to help with load-in / load-out 
2     Stagehands for curtains & video during show 
1     Sound technician to help set up sound 
1     Lighting technician to help set lights and run lights during show 
1     Follow spot operator 
 
DRESSING ROOMS 
1    Dressing room for three men 
1    Dressing room for three women 
 
Dressing rooms must be close to the stage and restrooms.  Please provide electricity, costume hanging space, chairs, 
mirrors, etc.  If dressing rooms are not readily accessible to the stage, quick-change areas must be set up in the wings.  
 
HOSPITALITY 
Bottled water would be appreciated in both dressing rooms. 



 

#1 HITS OF THE 60’S –LIGHTING PLOT 
 
 

ROSCO GEL COLORS 

R10 – Yellow 
R22 – Amber 
R26 – Red 
R33 – Pink 
R80 – Blue 



 


